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firustek AU-M02 ochrana bezpecnost

rilba, prilbu na Colliers "
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Black color

Pink pantone 806

Yellow pantone 3965 U
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White

Red pantone 185 C

Orange pantone 165 C
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Navy blue pantone 7689 C
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Lime green pantone 375 C

Grey pantone 432 C

HELMETS

AU-MO2

Safety halmel | 375g | EN 397 | ANSI

Safety helmet is well ventilated with PP shell and 4 point webbing suspension
system. The helmet comes with 4 clips camying external headlamps, a new
Up-N-Down size adjustment system with a central ratchet wheel and two lateral
finger push winglets for an uitimate fit.

ATTENTIOM: as a polypropylene material, it is a MOQ requirement to custom
your own color, however, there is nine fashion color available for you.

WHITE
RED
YELLOW
ORANGE
GREEN
BLUE
BLACK
GREY
PINK

DED

Safety helmet

Work at height | elecirician | intakes

The helmet comes with ten air intakes which provide efficient cooling and
ventilation, The air intakes on the outer shell is equipped with profective
aluminum anti-intrusion grille that prevents entry of debris into the helmat. If for
electrician who want to have an insulation protection function, the material of
intakes could be changed into nylon.

Intakes material:
Aluminum

Mylon =]

Helmet specification

Morm: EN 397

Quter shell: PP, Palypropylene ]
Size: universal 51-62cm headform i
Weight: (without ear defenders or visor):375g

Attachment of headlamps: nylon clips

Color: whitelrediyellow/orange/green/blua/black/grey/pink _
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Model Ne.

AU-M02 Bezpedi Helma

Externi materidl

ABS / PP skofapka

Vnitfni material

PU top obloZeni, nylon popruhy suspenze Systém

Celenka

PE polyethylen

Svitilna Vykrajovaci Systém

Externi Nylon 4.1 Svitilna klipy

chréani¢ ucho

30-35 dB NRR sluch Ochrance

Tvar Maska

PC plasticky rozcestnik/ PC plasticky bryle/ zelezo pletivo

Barva

Cerveny, Zluta, Modrd, zelena, oranzova, ¢ernd, bila,
rlzova

Velikost / Head Dana

51-62 cm

Hmotnost z 375 (G) (ucho chranice sluchu jsou Ne soucdsti dodavky)
praduchy 10 vzduch vétrani s hlinik/ nylon pletivo

Technika Injekce

Osveédceni CE CS 12492 / 397

Ochutnat cas

3-7 Pracovni den

odnimatelné a omyvatelné polstrovani, nastaveni zdmku

helma dily hlava, Tetoron helma pasek, standardni ITW spony,
helma popruh déli¢
1. PP Taska, PE Taska, Puchyr karta, Barva box a Design
Obal detail na zakazku je vitan.

2. Lepenkova krabice obal ven z

Helma PfisluSenstvi k dispozici:

1) Ochrannd pfrilba s LED svétlem: light Zarovku vedené,


http://www.helmetsupplier.com/index.html
http://www.helmetsupplier.com/index.html
http://www.helmetsupplier.com/products/New-arrival-AU-M02-safety-protection-helmet-helmet-at-the-Colliers.html#.V4Y2P3qECRk

2) Ochranna pfilba s ochranou usi a snap lampu: chrani¢ ucho dobra zvukova izolace,Snap lampu zelezny
rost,

3) Ochranna pfilba s plastovym kSiltem Sada je kompatibilni s nasim specialni hledi a usni
chraniCe: Rozcestnik Plast s okem Ochranou,chrani¢ ucho dobra zvukova izolace,

Safety helmet with LED light.

AUMO2  white
Red
Yeliow
Orange
Blue
Green
black
Led light  headiamp led light

Safely helmet with ear protection
and mesh faceshield
AU-MO2  white

Red

Yallow

Orange

Blue

Green

black
SAFETY HELMET = oo, oo
faceshield iron mesh
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Safety helmat with plastic visor
The sel is compatible with our
special visor and earmuff,
AU-MOZ  white

Red

Yellow

Orange

Blue

Green

black
Visor plastic with eye

profection
earmull  good sound insulation

Quick-ReLease Ratchet Adjuster:

Nové a proprietarni systémova nastaveni velikosti N up poskytuje presné a pohodlné na noseni.


http://www.helmetsupplier.com/index.html

QUICK-RELEASE RATCHET ADJUSTER

New and proprietary Up-N-Down size
adjustment system provides the most
precise and comfortable fit.

(G)Etting TOn RRAVO (F)To:

Hlavice byla provedena v souladu s ISO / DIS 6220 standard a udrzovéani 90% rychlosti shromézdéni.

GETTING THE RIGHT FIT

The headform was made according
to ISO/DIS 6220 standard, and
keeps 90% fitting rate.




NYlon Spast & Amp; (C)hin Spast:

Urceny pro omezeni rizika ztraty prilby béhem padu, bo¢ni popruh pomoc pri prizptsobeni se spravna.

NYLON STRAP & CHIN STRAP

Designed to limit risk of
losing helmet during a fall,
side strap-adjustment to assist with a proper fit.

Soft Washable Preklamy:

Ergonomicky vnitrni polstrovani pro pohodli a dlouhou Zivotnost.



SOFT WASHABLE PADS

washable and interchangable
sweat band.

Pplasticky Klipy celni LED:

Material ABS, velmi snadno drzet lampu.

PLASTIC CLIPS FOR LED HEADLAMP

ABS material, very easy to hold the lamp.




SSarze (F)nebo (E)armuff AND MDotazat se:

CE CE standardni chranice sluchu, NRR 28 dB Nerez draténého pletiva Stit chranit oblicej,

SLOT FOR EARMUFF AND MASK

CE standard ear protector NRR 28DB
Stainless mesh face shield
Full face protection

Oblast pouziti ochrannych pfileb:

Vyroba elektrické energie,Zelezo V&7,BTS, Tézba uhli,Prace ve vyskach,Petrochemicky rafinace, Offshore
ropy a zemniho plynu, Gdrzba instalatér, vytah,Mobiln{ zafizeni Udrzba,ldrzba letadel,Papiru a
celulézy,civilni infrastruktura,More Zachranit,Cisténi stfechy, Turistika...



Area of application safety helmets

BTS station

Cable car maintenance

Roof Cleaning Hiking

Pulp&paper

Baleni: prilby

Polozky v kartonu: 12 ks / karton
Rozmeéry baleni: 73 x 58 x 35 cm

Hruba hmotnost: 6,50 kg
Typ baleni: 1ks / PP sacek wth barevna paleta, 12 ks hnédy lepenkové
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Items per Carton: 12 Pieces/Carton
Package Measurements: 73X58X35 cm

Gross Weight: 6.50 kg
Package Type: 1PCS/PP bag wth color box, 12 PCS PER BROWN CARTON

24.50cm

18.00mm

31.50cm

Nase testovaci laborator:

Pro vyrobu vysoce kvalitnich prileb, ucit nejen z teorie designu, ale také dosahnout pokroku z vysledku
testovani! Proto nase tovarna vybavena profesionélni zkusebnou, Ze kazdy design je prakticka a
pristupna! NasSe zkuSebni norma je prisnéjsi nez pozadavky prislusné osvédceni, a proto muzeme slibit
model, ktery miizeme jisté otestovat odpovidajici treti osobé!



Our In-house Testing Lab @ )
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Tovarni fotografie:

Vyrobni postup pfilby je jak je uvedeno nize:



Sitotisk = PC puchyr naradi - Produkce PC blistru = Crop vykopal diru = EPS surovina pod rliznou
hustotou — obrabéni EPS plisnim - helma v dilné formy - v list = Mold Machining - Proces produkce
plisné - polotovarem ve formé helmy - inspekce IQC - helma, brouseni - Vnitfni vypln

/N s v

vyroby - vstrikovani plastl workshop —» Montdazni linka —»v popisu - obal - sklad - instalované ¢itace.

Production Procedure

Eps raw material
by different density

Helmet in-mold workshop  In-mold machines

Inner padding production Plastic injection
workshop

Inside labeling



