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Sirket Bilgisi
Shenzhen Aurora Spor Urlinleri A.S., LTD, 2012 yilinda fazla 22 yillik tecriibesi kurdu.

farkli spor icin kask her turll Gretiminde uzman.

Mukemmel kalite, uygun fiyat, hizli teslimat bizim musterilerimiz arasinda ¢ok iyi bir Gne

olsun yapar.

OEM ve ODM siparisleri Uzman. Bizim yetenekli R & Ge ekibi musterilerine boyunca igin tek

durak hizmet sunmaktadir.
% 99 ihracat ve ana pazar Kuzey Amerika, Avrupa, Avustralya, Japonya vb oldugunu

Sorunuz cok karsiladi ve biz saglam pazar kurmak yardimci olmak icin elimizden geleni

calisacagiz.
Biz uzun vadeli bir iliski artyor ve kazan durumu kazan olsun.
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Black color White

999

Pink pantone 806 Red pantone 185 C Lime green pantone 375 C

v 9

Yellow pantone 3965 U Orange pantone 165 C

Navy blue pantone 7684 C

Grey pantone 432 C

HELMETS

AU-MO2

Safety helmet | 375g | EN 397 | ANSI

Safety helmet is well ventilated with PP shell and 4 point webbing suspension
system. The helmet comes with 4 clips carrying external headlamps, a new
Up-N-Down size adjustment system with a central ratchet wheel and two lateral
finger push winglets for an ultimate fit.

ATTENTION: as a polypropylene material, it is a MOQ requirement to custom
your own color, however, there is nine fashion color available for you,

WHITE
RED
YELLOW

ORANGE
v D@

BLACK
GREY
PINK

Safety helmet

Work at height | electrician | intakes

The helmet comes with ten air intakes which provide efficient cooling and
ventilation, The air intakes on the outer shell is equipped with profective
aluminum anti-intrusion grille that prevents entry of debris into the helmet. If for
electrician who want to have an insulation protection function, the material of
intakes could be changed into nylon.

Intakes material:
Aluminum

Nylon .
=

Helmet specification BE
Norm: EN 397 [ | |
Outer shell: PP, Polypropylene = . . ||
[ |
HEE BN

Size: universal 51-62cm headform
‘Weight: (without ear defenders or visor):375g
e/black/greyipink = EEE
HE E N
H N EEER

Attachment of headlamps: nylon clips
Color: white/red/yellow/oranga/green/blu
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Helmet accessories available

Safety helmet with LED light.

AUMO2  white
Red
Yeliow
Orange
Blue
Green
black
Led light  headiamp led light

Safety helmet with ear protection
and mash faceshield
AU-MO2  white

Red

Yallow

Orange

Blue

Green

black
earmufl  good sound insutation
faceshield iron mesh

Safety helmet with plastic visor
The sel is compatible with our
special visor and earmuff,
AU-MOZ  white

Red

Yellow

Qrange

Blue

Green

black
Visor plastic with eye

profection
earmull  good sound insulation
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Area of application safety helmets

Pulp&paper Civil infrastructure

. it

Sea rescue

Acik Giivenlik Kask Ozellikler.

Mobile plant maintenance Aircraft Maintenance

IModel numarasi.

||AU-M02 Acik Emniyet Kaski

|Malzeme:

||PP plastik

lic malzemesi:

||PU st astar, naylon dokuma siispansiyon sistemi

|D|$ malzeme:

||ABS / PP kabuk

|band|

||PE Polietilen

lboyut Evrensel

||51-62cm

|a§|rI|k

1375 g (kulaklik dahil degildir)

[Lamba Tagima Sistemi

||D|§ Naylon 6.6 Lamba Klipler

|Mevcut Diizenli Renkler

||Beyaz, mavi, sari limon, portakal, limon, yesil, mavi

Teknoloji:

ENJEKSIYON

|sertiﬁkasyon:

397 Guvenli ve Gavenilir tr CPSC / CE sertifikall

[En iyi Kullanim:

||yijksekli§|i, guvenlik calismalari, endUstriyel koruma

|Cinsiyet : |[uniseks
|sti|: ||Qe§itli renkleri Yilkksek yogunluklu kask
[Renk: |IPANTONE




|0EM req ve Adedi

2000 ADET

|6rnek Zaman

||1days

[Toplu teslim siiresi

||4O gln icinde numuneleri dogruladi ve mevduat aldiktan sonra

Ambalaj detay

1. PP torba, PE torba, blister kart, renk kutusu ve 6zel tasarim
karsilandi.
2. Karton ambalaj disinda

|6deme sartlan

||T/T, Western Union

|tedarik yetenegi

1600,000pcs / Ay

|Ana marketler

||Avrupa, Amerika, Kanada

Bizim uluslararasi kalite standartlari:

CE EN397 CE EN12492

Glciimuiz:

Test Belgesi 1. Tam setleri

2. Hizli numune verme

birinci sinif kalite ile 3. lyi fiyat

4. Dayanikli ve uzun sure hizmet émri
koruma 5. Yuksek etkisi

Zamaninda 6. Teslim.

Acik Emniyet Helmet detay resimleri.

Comfortable fit with various heads

QUICK-REL

SE RATCHET ADJUSTER
New and proprietary Up-N-Down size
adjustment system provides the most
precise and comfortable fit.

VERY GOOD!!

€5

Asian headform

European Headform Generic headform
An Oval shaped helmet A generic headform helmet A Round shaped helmet is
Is designed for a rider's Isdulumdfornr!dﬂ‘shmd designed for a rider's head
“head with & dimension ‘with a dimension which is with a dimensicn which is
wlﬂmiswmsda'eblyﬂl mwmw condierably fit for Asians.




SLOT FOR EARMUFF AND MASK

CE standard ear protector NRR 28DB
Stainless mesh face shield
Full face protection

v ay

MICRO DIAL ADJUSTMENT

Quick release headring system,
made by Nylon material.




QUICK-RELEASE RATCHET ADJUSTER

New and proprietary Up-N-Down size
adjustment system provides the most
precise and comfortable fit.

GETTING THE RIGHT FIT

The headform was made according
to ISO/DIS 6220 standard, and
keeps 90% fitting rate.




NYLON STRAP & CHIN STRAP

Designed to limit risk of
losing helmet during a fall,
side strap-adjustment to assist with a proper fit.

Standart kafa formu

Biz ISO / DIS 6220 standardina gore basvuru yapmak arti kullanicinin deneyimlerimiz 22 yili askin bir
sUredir piyasada birikmis Biz Limar, SCOTT gibi, birlikte calismis olan farkli marka, TATLI, vb ... Bir baska
deyisle, 100 80 kisilik Giro en sigabilecek eger kafa formu, daha sonra 100 90'dan fazla kisi eden kafa
formu uygun olabilir.



Helmet Shape 101
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Packaging
AULTEY IR A

18pcs/ctn
color box:26"21.5"11.5cm
mastercarton: 80*45*44CM

20ft Loadability: 2500pcs

26.00cm

The pack box was designed especially for safety
helmet which can be greatly to save the space and protect the helmet.



Bizim QC / QA sistemi

Strictly QC before shipment
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Based upon the results presented,the

PRO. Q.C. SYSTEMS e-mail: technical@ proge.com.hk
Asia — Europe — America http://www.proge.info
| Final Inspection Report No.: GZHG1302003863CE |
RESULTS
PASS REJECTED PENDING

inspected lot is judged to have been:

..ul
INSPECTION CHECK POINTS
CHECK POINTS oK NOK COMMENTS
1 |[PACKING A

1.1 |Export carton sie

1.2 |Export carton CBM

1.3 |Carton Gross Weight

1.5 |[Cluantity per export carton

1.6
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CE mark

Warnang mark

Manual

EAN barcods

13 & barcode scanner availahle T

(VESINC) \
Rating labels stuck on thevait 111 10_// WVIWY. AUNOT ASDOI L. COIM

Production date on the EFS-hiner
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Ici Test Lab
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|/ The Impact force detected

/Head Ci ference Testing

WY
. : .
Testin
_Procedures?,
| +F
25 min ! IR*mM / Every manufacturing steps at AURORA follows

L 4'[:—

Py | — adhere to strict quality parameters and focus on

Wm‘. /: i quality throughout the each stagesinvolved. All
N raw material and semi finished goods at

AURORA pass strict quality control.

= The finished product, helmets at Aurora is then

tested and qualified to export to the world.

. / Field of VVision Testing

dynamic strength test S

hock Absorbing Capadiy’



litfen bana ulasin, I'm gercek érnek gériince bizim isci gltivenligi kask seveceksiniz emin olun. Gérmek

inanmaktir!!!
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